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Notations Used in This Guide

Safety indications
The projector and its manuals use graphical symbols and labels to indicate content that tells you how to use the product safely.
Read and carefully follow the instructions that are marked with these symbols and labels to avoid injury to persons or damage to property.

Warning
This symbol indicates information that, if ignored, could possibly result in serious personal injury or even death due to incorrect handling.

Caution
This symbol indicates information that, if ignored, could possibly result in personal injury or physical damage due to incorrect handling.

General information indications

Attention
This label indicates procedures that may result in damage or injury if sufficient care is not taken.

This label indicates additional information that may be useful to know.

[Button name] Indicates the buttons on the remote control or the control panel.
Example: [Esc] button

Menu/Setting name Indicates projector menu and setting names.
Example:
Select the Image menu

This label indicates links to the related pages.

s This label indicates the projector's current menu level.



Installing the External Camera

This section explains how to install the external camera.
The installation method varies depending on the lens you are using.
Check the installation method for your lens.

g Related Links
• "When Using a Normal Lens (Projectors with External Camera Fixing Parts at the Front)" p.5
• "When Using a Normal Lens (Projectors with External Camera Fixing Parts at the Bottom)" p.8
• "When Using a Lens with a Removable Hood" p.9
• "When Using an Ultra Short-throw Lens" p.11



You can install the external camera onto the camera mounting area of the
projector.

a Slide the lock upward and remove the external camera cover.

b Loosen the fixing screws (3 points) and remove the camera fixing mount.
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c Align the protrusions on the external camera with the holes in the camera
fixing mount, and then tighten the screws to secure it.

d Remove the lid from the external camera cover and attach it to the back of
the camera fixing mount.

e Connect the USB cable from the camera mounting area to the external
camera.

f Insert the external camera into the camera mounting area and tighten the
fixing screws (3 points).
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Store any excess USB cable in the cable holder located at the top of
the camera mounting area.

g Attach the external camera cover.
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You can install the external camera onto the camera mounting area of the
projector.

a Attach the mount to the external camera.

b Attach  to the camera installation part of the projector.

c Connect the external camera to the projector with the USB cable. If
necessary, use cable fixing tape to secure the cable.

When Using a Normal Lens (Projectors with External Camera Fixing Parts at the Bottom) 8



You can use camera mount that comes with the projector to install the external
camera on the optional lens.

a Loosen the screw on the back of the lens hood and remove either the left
or right component.
If horizontal lens shift is performed, remove the component located in the
same direction as the shift.

b Align the protrusions on the external camera with the holes in the camera
mount, and then tighten the screws to secure it.

c Align the protrusions on the lens with the holes in the camera mount, and
then tighten the screws to secure it.

d Connect the USB cable that comes with the projector or with the lens to
the external camera's micro USB-B port.
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e Route the USB cable around the lens through the lens groove.

Bundle any excess USB cable away from the intake and exhaust
vents, and secure it with cable tie tape if necessary.

f Connect the other end of the USB cable to the projector's USB-A port.
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You can use the camera mount that comes with the projector to install the
external camera on the optional lens.

a Align the protrusions on the external camera with the holes in the camera
mount, and then tighten the screws to secure it.

b Align the protrusions on the lens with the holes in the camera mount, and
then tighten the screws to secure it.

c Connect the external camera and the projector's USB-A port using the
USB cable that comes with the projector or with the optional lens.

Bundle any excess USB cable away from the intake and exhaust
vents, and secure it with cable tie tape if necessary.

When Using an Ultra Short-throw Lens 11



Indicator Status

This section explains the indicator displays for the external camera.

g Related Links
• "Indicator Status" p.13



The indicator shows the status of the device.

Status Explanation

Lit The power is on. You can use this product from the
projector menu.

Flashing slowly Shooting images.

Flashing quickly An error has occurred. Disconnect the USB cable from
the projector and contact your local dealer or other
service support.
If an error stops the product while it is in use, any
image adjustments (Screen Matching and so on) being
performed on the projector will also be stopped.
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Appendix

Check these sections for the technical specifications and important notices about your product.

g Related Links
• "Using the Product Safely" p.15
• "Specifications" p.16
• "Notices" p.17



Read this document carefully to use this product safely and correctly.

Warning
• Follow the instructions in this guide to install this product. If the instructions are 

not followed, this product may fall, resulting in personal injury or an accident.
• Do not install this product on a projector or a lens that is not compatible with this 

product.
• Do not connect any cables to this product other than the USB cable specified in 

this guide. Doing so could cause fire or electric shock.
• Note the following points when wiring cables. Improper wiring could cause fire or 

electric shock.
• Avoid the lens surface of the projector.
• Avoid screws and bolts.
• Do not wrap cables around the projector or any other objects.

• When moving the projector or the lens with this product installed, do not hold the 
product. This product may come off the projector, resulting in a malfunction or 
personal injury.

• Do not disassemble or remodel this product. There are numerous high-voltage 
sections inside the product that could cause a fire, electric shock, or an accident.
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Item Specifications

External dimensions 103 × 49 × 47 mm

Mass Approx. 150 g

Power voltage 5 V (USB power supply)

Power consumption
(while operating)

Less than 1.5 W (300 mA)

Operating temperature 0 to 50°C (20 to 80% humidity, without condensation)

Storage temperature -10 to 60°C (10 to 90% humidity, without condensation)
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Check these sections for important notices about your product.

g Related Links
• "Indication of the manufacturer and the importer in accordance with

requirements of EU directive" p.17
• "Copyright Attribution" p.17

Indication of the manufacturer and the importer in
accordance with requirements of EU directive

Manufacturer: SEIKO EPSON CORPORATION
Address: 3-5, Owa 3-chome, Suwa-shi, Nagano-ken 392-8502 Japan
http://www.epson.com/

Importer: EPSON EUROPE B.V.
EU Address: Atlas Arena, Asia Building, Hoogoorddreef 5,1101 BA Amsterdam
Zuidoost The Netherlands
UK Address: Floor 3&4, The Clarendon Works, 37-39 Clarendon Road, Watford
WD17 1JA, U.K.
http://www.epson.eu/

Supplier in Middle East, Turkey, Africa, and Central & West Asia: Epson Middle East 
FZCO
Address: 6WA-401 6W bldg., Dubai Airport Freezone, Dubai, United Arab Emirates 
www.epson.com/eme

Copyright Attribution

This information is subject to change without notice.
© 2026 Seiko Epson Corporation
2026.09 EN
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